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(1) Exab s

il TR 4B 1 52 i 1 8 A B
S E T HAEETA 20134 )R At - 4h (s FH TR R~ Al
M K &5 HAEETH 2011 A EEEYM A2 A
FLHE HEAEEZESTH FREESEST A
THEDEAE T HABEETH 2016 FHBL R AR T IS ESE TR
i) HAERETA 201 1 s i SR <T R
SRHEERL Explanatory Materials to Code of Practice
for the Structural Use of Steel 2011
BS 4076: 1989 Specification for steel chimneys
JE\ 1580 HAEETH B E TR E T FIJ20044F
IR B SR 3T HI 2004 4RI
ARk s S Inferak | B AIESESFAL TACk S S M (S <F RI201 14
skt BS 8118: Part 1: 1991~ | Structural use of aluminium. Code of
practice for design
e BS 6262: Glazing for buildings
Part 1-4,6 & 7:
2005

BS 6262: Part 5: 1982 " | Code of practice for glazing for buildings

BS 5516: Patent glazing and sloping glazing for

buildings
Part 1 & 2: 2004




BS6262 : 1982 1Y

BS 8118 : Part 1 : 1991 (BS 8118) £ #%BS EN 1999¢ 7R [E & /THUA, » 7 Es i FRRIRIA
sk - EFEGHEB TR ABS 8118
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X |

=Rl TR 28 | 5 1l 1 28 A B
REERAA SCI Publication P291 | Structural Design of Stainless Steel
KA BS 5268-2:2002 Structural Use of Timber. Code of
Practice for Permissible Stress Design,
Materials and Workmanship
BS 5268-3:2006 Structural Use of Timber. Code of
Practice for Truss Rafter Roofs
BS 5268-4:1990 Structural Use of Timber. Fire Resistance
of Timber Structures
HAth BS 5628: Part 1: 2005 |Code of practice for the use of masonry.
Structural use of unreinforced masonry
BS 6031: 1981 Code of practice for earthworks
BS 8298: 1994 Code of practice for design and
installation of natural stone cladding and
lining
# 4yBS6262 : 1982 #5BS6262 : 2005HI(t, - {F &% HBS6262:20054 HR T{EE S HIEETH % -
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(a) JR&EL

SR Rt MR R FEEE
ket ~ sy~ EEE | FAEIEESTR] 2013 R A T 45 s O AESE <T A1
BS 3892: Pulverized-fuel ash. Specification for

_ « |pulverized-fuel ash for use as a
Part 1:1997 cementitious component in structural
concrete

(The criterion for water requirement may

not apply)
ey — M1 | BS 4449:2005 Steel for the reinforcement of concrete —
B + A2:2009 Weldable reinforcing steel — Bar, coil

and decoiled product - Specification

AN/ NEIZERE T2 |BS EN 206: 2013 Concrete — Specification, performance,
B4t T2 EHY production and conformity
& THHECRI Y RAE 1

BS 8500 Concrete — Complementary British
Standard to BS EN 206: 2013
Part 1: 2015
Part 1. Method of specifying and
Part 2: 2015 guidance for the specifier

Part 2: Specification for constituent
materials and concrete
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(c) $ats

=il B Rt Al e
Yt} BS 8118: Part 2: 1991 |Structural use of aluminium.
Specification for materials, workmanship
and protection
BS 1161: 1977 Specification for aluminium alloy
sections for structural purposes
BS EN 485 Aluminium and aluminium alloys. Sheet,
strip and plate
Part 1: 1994
Part 2: 2008
Part 3: 2003
Part 4: 1994
BS EN 515: 1993 Aluminium and aluminium alloys.
Wrought products. Temper designations
BS EN 573 Aluminium and aluminium alloys.
Chemical composition and form of
Part 1: 2004 wrought products
Part 2: 1995
Part 3: 2009
BS EN 755 Aluminium and aluminium alloys.
Extruded rod/bar, tube and profiles
Part 1: 2008
Part 2: 2008
Part 3-6: 2008
Part 7-8: 2008
Part 9: 2008
BS EN 12020 Aluminium and aluminium alloys.
Extruded precision profiles in alloys EN
Part 1 : 2001 AW-6060 and EN AW-6063
Part 2: 2008
EE BS 1473: 1972 Specification for wrought aluminium and

aluminium alloys for general engineering
purposes — rivet, bolt and screw stock

BS 1494
Part 1: 1964

Specification for fixing accessories for
building purposes. Fixings for sheet,
roof and wall coverings
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jessess BS 4872 Specification for approval testing of
welders when welding procedure
Part 2: 1976 approval is not required. TIG or MIG
welding of aluminium and its alloys
BS EN 1011 Welding. Recommendations for welding
of metallic materials. Arc welding of
Part 4: 2000 aluminium and aluminium alloys
BS EN 1SO 4063: 2000 | Welding and allied processes.
Nomenclature of processes and reference
numbers
BS EN ISO 9606 Qualification test of welders. Fusion
welding. Aluminium and aluminium
Part 2: 2004 a”oys
BS EN ISO 15614 Specification and qualification of
welding procedures for metallic
Part 2: 2005 materials. Welding procedure test. Arc
welding of aluminium and its alloys
=3 BS EN 970: 1997 Non-destructive examination of fusion
welds. Visual examination
BS EN 10002 Tensile testing of metallic materials.
Method of test at ambient temperature
Part 1: 2001
BS EN ISO 6506 Metallic materials. Brinell hardness test.
Test method
Part 1: 2005
BS EN ISO 6507 Metallic materials. Vickers hardness
test. Test method
Part 1: 2005
BS EN I1SO 7438: 2005 | Metallic materials. Bend test
(d) AHF
Wil BRI ZE Al Rl
[ & e BS5268-5: 2000 Structural Use of Timber. Code of

Practice for the Preservative Treatment
of Structural Timber.
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=il BEZEIE T MR Al Rl
Yl BS 952 Glass for glazing
Part 1: 1995
Part 2: 1980
BS 6206: 1981 Specification for impact performance
requirements for flat safety glass and
safety plastics for use in buildings
BS EN 572 Glass in building. Basic soda lime silicate
glass products
Part 1-9: 2004
BS EN 1863 Glass in building. Heat strengthened soda
lime silicate glass
Part 1: 2000
Part 2: 2004
BS EN 12150 Glass in building. Thermally toughened
soda lime silicate safety glass
Part 1: 2000
Part 2: 2004
BS EN 14179 Glass in building. Heat soaked thermally
toughened soda lime silicate safety glass
Part 1 & 2: 2005
BS EN ISO 12543 Glass in building. Laminated glass and
laminated safety glass
Part 1, 3-6: 1998
ASTM E2190 - 02 Standard Specification for Insulating
Glass Unit Performance and Evaluation
=3 BS 6206: 1981 Specification for impact performance

requirements for flat safety glass and
safety plastics for use in buildings

BS EN 12600: 2002

Glass in building. Pendulum test. Impact
test method and classification for flat glass
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Ykl BS EN 10088 Stainless steels
Part 1-3: 2005
2 e BS EN ISO 3506 Mechanical properties of corrosion-
resistant stainless steel fasteners
Part 1 to 3: 2009
€Y 53 DD ENYV 1090 Execution of steel structures.
Supplementary rules for stainless steel
Part 6 : 2001
YRR BS EN 1011 Welding. Recommendations for
_ welding of metallic materials. Arc
Part 3: 2000 welding of stainless steels
YRS R AR BS EN ISO 15614 Specification and qualification of
welding procedures for metallic
Part 1: 2004 + materials. Welding procedure test
A1:2008
Part 8: 2002
2 A EERE BSEN 287 Qualification test of welders. Fusion
=S welding. Steels
ES Part 1: 2011 :
YRR 777 A BS EN 10045 Charpy impact test on metallic
Part 1:1990 materials. Test method (V- and U-
notches)
BS EN ISO 148 Metallic materials — Charpy
pendulum impact test. Test method
Part 1:2010
BS EN 10002 Tensile testing of metallic materials.
Part 1- 2001 Method of test at ambient temperature

BS EN ISO 6892
Part 1:2009

Metallic materials — Tensile testing.
Method of test at ambient temperature

YR AER AR

BS EN 970: 1997

Non-destructive examination of
fusion welds. Visual examination
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BS EN ISO 17637:2011

Non-destructive testing of welds.
Visual testing of fusion-welded joints

BS EN 571
Part 1:1997

Non-destructive testing. Penetrant
testing. General principles

BS EN ISO 3452
Part 1:2013

Non-destructive testing. Penetrant
testing. General principles

BS EN 1714:1998

Non destructive testing of welded
joints. Ultrasonic testing of welded
joints

BS EN ISO 17640 : 2010

Non-destructive testing of welds.
Ultrasonic testing, Techniques, testing
levels and assessment

BS EN ISO 5817 : 2007

Welding — Fusion-welded joints in
steel, nickel, titanium and their alloys
(beam welding excluded) — Quality
levels for imperfections

(9) EAthwpet

=l R AT M 2ER] TERE
TREPH| BS 6213: 2000 Selection of construction sealants.

Guide

BS 3712
Part 1: 1991
Part 2: 1973
Part 3: 1974
Part 4: 1991

Building and construction sealants
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BS 1191
Part1 & 2: 1973

Specification for gypsum building
plasters

FEN BS 1230: Part 1: 1985 Gypsum plasterboard. Specification
for plasterboard excluding materials
submitted to secondary operations

=l FRZE/ Al M2 A e

RGN BS 1105: 1981 Specification for wood wool cement
slabs up to 125mm thick

FEIRATHE BS EN 12372: 1999 Natural stone test methods.
Determination of flexural strength
under concentrated load

ASTM C880 - 09 Standard Test Method for Flexural
Strength of Dimension Stone

ASTM C1354 - 09 Standard Test Method for Strength of
Individual Stone Anchorages in
Dimension Stone

sy BS 3921: 1985 Specification for clay bricks

[77 3K Ex\ BS 476 Fire tests on building materials and
structures

Part 4:1970
Part 20: 1987
Part 21: 1987
Part 22: 1987
Part 23: 1987
Part 24: 1987

i 5] BS 5080 Structural fixings in concrete and

masonry
Part 1: 1993
Part 2: 1986
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