*

ELEVATION

+ &)

ANGLE
CETAILA-A
{AT LOCATION O

55 4 BaR HINGES

Mix10 5.5 SCREW

BRACKET

{AT LOCATIONS A, B, )

SECTION X-X

Appendix A
PNAP 248

FV— WINDOW SASH
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HOLE FILLED WITH SEALANT
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SIDE HUNG WINDOW WITH S.S. BRACKET AND
ALUMINIUM ANGLE INSERTED FOR FIXING SCREWS
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A, B, C-LOCATION FOR SCREW TO WINDOW FRAME
(LOCAL THICKENING BY BRACKET)

D - LOCATION FOR SCREW TO WINDOW SASH
(LOCAL THICKENING BY ANGLE)
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Appendix B

PNAP 248
WINDOW
JOINTS
210 — 240 kPa (30 — 35 psi)
300 mm PRESSURE 20mm (3/4”") GARDEN HOSE
GAUGE

| || L

| || |
BRASS CONTROL
NOZZLE VALVE

The nozzle pressure should be adjusted to produce water pressure
between 210-240 kPa (30-35 psi) and be continuously applied for 1
minute for every 2m of joint length. The window joints are deemed to
have failed where there are signs of water seepage through the joints
during the watertightness test.

WATERTIGHTNESS TEST



