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2.

Table 3.13!

Minimum Horizontal Imposed Loads on Protective Barriers

Table 3.13

to Restrict or Control Movement of Persons

Line Load Uniformly Concentrated
to be distributed load to be
applied at a load to be applied on
height of applied on any part of
Category 1.1m above the infill the infill
the floor between floor | between floor
level and top rail and top rail
(kN/m) (kPa) (kN)
Areas where
congregation
of people is 0.75 1.0 0.5
not expected
Areas where
people may
congregate but 1.5 1.5 1.5
overcrowding
is not expected
Areas
susceptible to 3.0 1.5 1.5

overcrowding

Table 3.13
Minimum Horizontal Imposed Loads on Protective Barriers
to Restrict or Control Movement of Persons

Category

Line Load
to be

applied Nt¢

(kN/m)

Uniformly
distributed
load to be
applied on
the infill
between floor

and top rail

(kPa)

Concentrated
load to be
applied on
any part of

the infill
between floor

and top rail

(kN)

Areas where
congregation
of people is

not expected

0.75

1.0

0.5

Areas where
people may
congregate but
overcrowding

is not expected

1.5

1.5

1.5

Areas
susceptible to

overcrowding

3.0

1.5

1.5

Note: The line load is to be applied at a height of 1.1 m above the floor level

or the top edge of the protective barrier, whichever is the lower.

1

The height requirements for the line load to be applied on protective barriers are revised.
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3.

Clause 3.112

3.11

3.11.1

Notice as to Load

In every storey of every industrial building or warehouse,
a notice in English and Chinese incised or embossed of
durable materials, in legible letters and figures not less
than 15 mm high, stating the designed distributed
imposed load (5%&1477R%Mfer&EL) for which the floor
has been designed shall be displayed permanently and

conspicuously at:

(a) each staircase; or

(b) another appropriate place

in the following form:

2

The prescriptive requirements on the “Notice as to Load” are incorporated.
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BUILDINGS ORDINANCE

(Chapter 123)

NOTICE

The designed distributed imposed load on this floor is not to

exceed ....ooooiiiiiiinnn. kilograms per square metre.
RG]
(5 123 &)
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3.11.2 If different parts of a floor of the industrial building or

warehouse have different designed distributed imposed

loads, a notice in the form provided in clause 3.11.1

above stating the designed distributed imposed load of

each part of the floor shall be displayed permanently and

conspicuously on that part indicating the variations.
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11.3

Designed distributed imposed load in relation to a floor
of an industrial building or warehouse means the
distributed imposed load in terms of weight per square
metre with the conversion of 1 kPa to 102 kilograms per
square metre, excluding the dynamic effects, for which
the floor of the industrial building or warehouse is

designed.




	Amendments to the Code of Practice for Dead and Imposed Loads 2011

