Amendments to Code of Practice for Dead and Imposed Loads 2011

( 26 August 2016 )
Item | Clause | Current version Amendments Remarks
[Table
No
1. Table 3.5 Ntinimam mpose Londs for v Class 6B, 6C and D i ot o e Footnote 1 is added to incorporate the
o — S EEEEEE provision of “minimum imposed loads
< o0 = [ ET can also be determined according to
———— recognized engineering principles” as

given in B(C)R.




Amendments to Code of Practice for Dead and Imposed Loads 2011
( 26 August 2016 )

Table 3.8

Table 3.8

Footnote
of Table
3.8

gk for Class 7A & 7B is given in the table in
lieu of original footnote.

Previous printing error is corrected from 0 to
1.5.

Table 3.8 Table 3.8
Minimum Imposed Loads on Roofs and Canopics Minimum Imposed Loads on Roofs and Canopics
Class Raof Slope i (KPa) s (kN) Class Roof Slope qeikPa) QuikN)
Of or less than 5 20 Of or less than 5* 20
TA Greater than 5° but of 015 L5 Greater .llun 1hu\t of 0.75
of less than 200 or less than 20
T Linear interpolation
OF 40° or greater 0 A L 15
£ e e P Greater than 20°but | from 0.75 kPa t0 0 kPa
i i As given in Table 3.2, 3.4 and 3.5 according to ess than 40° according 1o the roof
8 Of or less than 20F the specific use but g; not less than 2,0 kPa and slope
s - (h not less |:han L3 kN . OT4F or greater r
—— )
40 ot greater — As given in Table 3.2, 3.4 and 3.5 according to
. X As given in Table 3.2, 3.4 and 3.5 according 1o OF or less than 200 | the specific use but gi not less than 2.0 kPa and (h
TC Not applicable the specific use but g; not less than 2.0 kPa and not less than 1.5 kN
Qs not less than 1.5 kN o5 Linear interpolation
0 Mot Applicable 20 | 1.5 b Greater than 20 but from 2.0 kPa to (0 kPa 15
x less than 40° according to the roof -
Naotes | For roaf slopes greater than 207 but less than 407, the value of gy may be determmed by lmear imerpolation ’IHP“
2 For Claim 90 where. esnoples are conmuciad of I:i:hll:u.'ghl materials such a3 glass or metal sheet, the OTAW or greater r T3
wniformly distributed load, ife, may be reduced to 0,75 kPa s given in Table 3.2, 3.4 and 3.5 according to
c Not applicable the specific use but g not less 1 0 kPa and (b
not less than 1.5 kN
Lightweight
canopy _
fe.g. glass, 075
mn Mot Applicable metal sheet 15
et}
Concrete 30
canopy
Notes: | The value of gi does nat take inso account of lled I of materials and
debiris that may occur during naintenance.
2 Thevalue of gi takes into sccount the additional lasds due o sccamalation of constraction materiaks
arsd debitis duting mainenance woeks
Legend:

} Revised items

gk for lightweight and concrete canopies are
tabulated in lieu of original footnote 2.
Original footnotes 1 & 2 are replaced by new
footnotes 1 & 2.
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Table 3.9

Table 3.9

Table 3.9
Minimum Imposed Loads on Affiliated Building Elements
Class Examples of Specific Use i (kPa) @i (kN)
Projecting window sills 2.0 2.0
Projecting window hoods and air = z
o £ " 1.5 kN/m run applied
conditioner hoods {lower and sl tha virleadl
along the outer edge
upper slabs) ' i i
Utility platforms Same as the floors to
which they give 2.0 kN/m run applied
access but not less along the outer edge
than 4.0
Balconies Same a5 the floors to
which they give 2.0 kN/m run applied
access but not less along the outer edge
than 3.0
Stairs, landings and corridors Same as the floors 1o
which they 3
access but not less 4.5
than 3.0 and not more
than 5.0
Maintenance catwalks' 1.0at | m centres
Note: 1 Specific uses that are not specified in the Building (Construction) Regulations

Table 3.9
Minimum Imposed Loads on Affiliated Building Elements

Class

Examples of Specific Use

i (kPa)

(hikN)

o T T

=

0

Projecting window hoods, air

conditioner hoods {lower and

upper slabs) and air conditioner
Lo '

1.5 kKN/m run applied
along the outer edpe

Utility platforms

Same as the floors 1o
which they give
access but not less
than 4.0

2.0 kN/m run applied
along the outer edge

Balconies

Same as the floors o
which they give
access but not less
than 3.0

2.0 kN/m run applied
along the outer edpe

Stairs, landings and cormdors

Same as the floors 1o
which they give
access but not less
than 3.0 and not more
than 5.0

45

Maintenance catwalks'

1.0 at | m cenires

“Projecting window sills” are deleted as
window sills with excessive projection
becomes uncommon.

Note: | Specific uses that are nos

- Revised items

1 specified in the Buil

g (Constrction) Rejglations

“Air conditioner platforms” are added
as the minimum imposed loads are
similar to air conditioner hoods.

Clause
3.8.1.2

3.8.1.2

Examples of areas where congregation of people
is not expected are domestic uses, offices, stairs

and landings.

3812

Legend:

Examples of areas where congregation of people

is not expected are internal areas of building for
domestic uses, offices, stairs and landings.

- Revised items

This is to clarify that the requirement of
internal areas of building for domestic
uses, offices, stairs and landings are
covered in clause 3.8.1.2. Whereas the
requirement of external balconies, stairs
and landings including those in
domestic uses and office are covered in
clause 3.8.1.3.






